6108 


Medium-Mu Triode— 
EN Sharp-Cutoff Pentode 


9-PIN MINIATURE TYPE 


For Use in Гош-В+ Black-and-White TV Receivers 
Having Low-Voltage Power Supplies 


ELECTRICAL CHARACTERISTICS 


TS Bogey Values? 
Heater Voltage (AC or DC) . . . . . .. Eh 6.3 y 
Heater Current. . . К: Ih 0.775 А 
Direct interelectrode Capacitances. 
Without external shield 
Triode Unit: 
Оо 7р Т ате i-r IER -  €g-p 2.8 pF 
ee Input: Gr to (Kr, Kp + 03р + 15, Н). Ci 4.2 рЕ 
Output: Ртїо (KT, Кр + G3p« IS, H). со 2.4 pF 
Pentode Unit: 
Grid No.1 to plate. . . €gl-p 0.12 max pF 
Input: б1р to (Kp + G3p + 15, G2p, н). ci 14 pF 
Output: Рр to (Кр + СЗр+ IS, G2p, H). Co 4.8 pF 
Triode grid to pentode plate. .... - 0.015 max pF 
Pentode plate to triode plate . . . . - 0.17 max pF 
For the following characteristics, see Conditions 
Triode Pentode 
Unit Unit 
Amplification Factor. . . m 46 - - 
Plate Resistance О . rp 4400 55000 75000 Q 
Transconductance. . . - * т 10400 21000 23000 „mho 
DC Plate Current. . . . . . . . lb 15 16.5 20 mA 
DC Grid-No.2 Current. . . 5 lc? - 3.1 3.5 т 
Cutoff DC Grid-No. | Voltage . .Ecl(co) -6 -4.2 -4.2 ү 
Plate мА = 100 Conditions 
— Heater Voltage. . . Вы Poe ЗЕҢ Bogey value у 
DC Plate Supply Voltage 25 Е 125 125 200 Y 
DC Grid-No.2 91000 оч - Ecc2 - 125 125 у 
Grid №.1... ieu: т Connected to negative 
end of Rk 
Cathode Resistor. . . . . . . . Вк 68 82 68 0 
а MECHANICAL CHARACTERISTICS 
| Operating Position. . . . . ...... l.l. n. Апу 
Туре of Cathodes. . . . . . . . . . . : . Coated Un potential 
Maximum Overall Length. . . .. . . . .. . . 2.625 in 
Maximum Seated Length . . . .. ... ..... . . 2.375 in 
Maximum Diameter. . . . . .. ... .. -... 0.875 in 
Dimensional Outline . . . .. .. .... . Зее General Section 
Envelope, „иене. .. . .JEDEC T6-1/2 
ee Base. . . . . . . More Small- Button Noval 9-Pin (ЈЕРЕС E9-1) 
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TERMINAL DIAGRAM (Bottom View) 


Pin 1- Triode Cathode 

Pin 2- Triode Grid 

Pin 3- Triode Plate 

Pin 4-Heater 

Pin 5- Heater 

Pin 6- Pentode Grid No.3, 
Pentode Cathode, 
Internal Shield 

Pin 7- Pentode Grid No.1 

Pin 8- Pentode Grid No.2 

Pin 9 – Pentode Plate 


DESIGN-MAXIMUM RATINGS 


For operation as a Class А] Amplifier Tube 
Triode Pentode 


Unit Unit 
DC Plate Voltage. . . . . "er Eb 300 300 ү 
DC Grid-No.2 (Screen- Grid) 
Supply Voltage . . . . . . . . Ecc2 - 300 ү 
DC Grid-No.2 Voltage. . . . . . Ес? - Зее Grid-No.?2 


Input Rating Chart 
at front of Receiving Tube Section 
DC Grid-No. | (Control-Grid) 


Voltage 
Positive-bias value . . . . . Ес! 0 0 ү 
Heater-Cathode d 
Pea qw кана — еһкт +200 ү 
Ауегаде». . и ВВК (ау) 100 ү 
Heater Voltage (AC. or r DC) PEE h 5.7 to 6.9 у 
Grid-No.2 Input Pg2 
Рог Ес? < 150 V . . - - | и 
For Ес? > 150 V and < < 300 V. - - See Grid-No.2 
Input Rating Chart 
at front of Receiving Tube Section 
Plate Dissipation . . . . . . . Pb 2 5 м 


MAXIMUM CIRCUIT VALUES 
Triode Pentode 


Unit Unit 
Grid-No. l Circuit Resistance Ко (скі) 
For fixed-bias operation. . . - 0.5 0.1 Ma 
For cathode-bias operation. . - | 0.25 М 


а Unless otherwise specified. 
Measured with a dc meter. 
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Typical Characteristics 
Triode Unit 
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Typical Plate Characteristics 
Triode Unit 


Еһ=ВОбЕҮ vALUE HH 


DATA 2 
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PLATE VOLTS 
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PLATE MILLIAMPERES 
92CM-—126I6RI 
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Typical Characteristics 
Pentode Unit 


Ep" BOGEY VALUE 
PLATE VOLTS*200 
GRID- No.2 VOLTS=125 17: "I 
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Pentode Unit 


Typical Plate Characteristics 
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